
Architects and building owners challenged our 
industry with fi ve key essentials for a successful 
solar roofi ng product.

1. Photovoltaics that are integrated into the 
roofi ng panel (BIPV).
2. A complete, standardized solar roof system 
that includes all schematics and specifi cations 
for all electrical components.
3. Product is factory installed in a controlled 
environment on various panel systems, and 
delivered from a certifi ed to ISO 9001:2008 
with design standing seam roof manufacturer.
4. Payback, dependent upon tax credits and 
rebates, that can be as little as 5 to 7 years.
5. 25-year warranty provided by UNI-SOLAR®

No matter what your budget or your building’s 
requirement, ATAS has an ATA-Solar solar 
standing seam roof system for you. Prede-
signed systems include: 1.5, 2, 2.5, 3, 4, 5, 10, 
15, 30, 60 and 120 kW.  Customized systems 
also available upon request. 

Premium Building Integrated Photovoltaic (BIPV)

In manufacturing ATA-Solar, a thin-fi lm solar laminate is 
adhered to the surface of the roofi ng panel.  The resulting 
laminate/panel bond has been tested and proven to 
withstand winds of 160 mph.

The fl exibility and durability of this laminate makes it ideal 
for metal roofs, where expansion, contraction and curving 
are considerations.  Unlike polycrystalline photocells that are 
heavy and fragile, no roof penetrations and no additional 
structural supports are required.  In fact, you can walk on the 
laminates, which maintains the roof’s overall serviceability.

And when it comes to generating electricity, compared to any 
other technology, ATAS’s solar laminates, manufactured by 
United Solar Ovonics, achieve high relative effi ciency under 
high temperatures and low light conditions. 

For more information visit www.atas.com or call 800.468.1441
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Renewable Energy 

When specifying ATA-Solar, you get 
a state-of-the-art BIPV system. The system 
includes the BIPV solar panels and installation 
accessories.  ATAS will supply a complete list of 
electrical components, all schematics and wiring 
diagrams.  Once installed, the ATA-Solar 
system will be generating clean, renewable 
electric power that can be sent directly into 
the power grid through the building’s electric 
meter.

ATA-Solar is appropriate 
anywhere you would ordinarily 
specify standing seam roofi ng.  If 
you have a project that can use 
ATA-Solar, visit www.atas.com 
for additional information.

MRD194 Profi le
Dutch Seam, an ATAS bestseller, is a structural continuous 
standing seam panel with an integral seam designed for roof 
slopes 2:12 and greater. With the lock and seam an integral 
part of the panel, there are no caps to install. This prevents 
“blow-off” or “creeping” of the cap or seam. Mechanical 
fi eld seaming of the panel is not required. Just snap the 
panel onto the previously installed panel, fasten the clip and 
the panel is in place. Above Sheathing Ventilation (ASV) is 
obtained with this profi le and clip design, which reduces peak 
cooling demands and improves the PV cell performance.  
 

FLS180 Profi le
The 2 3⁄8” Field-Lok panel (FLS180) features a Triple-Lok 
design that has been proven to outperform all roof systems in 
testing for wind uplift resistance. The Field-Lok incorporates 
a “hooked in” standing seam with a double-folded design to 
resist seam failure between supports, inhibit sidelap unfurling 
or unzipping and add structural integrity to the roof system.  
Installed with “fl oating” clips, Field-Lok accommodates 
expansion and contraction of the roof system. Above 
Sheathing Ventilation (ASV) is obtained with this profi le 
and clip design, which reduces peak cooling demands and 
improves the PV cell performance.  

FLM165 Profi le
Installed with a sliding clip, the 1 ½  ” Field-Lok panel 
(FLM165) is a non-structural double-locked roof panel.  The 
FLM series is mechanically seamed in the fi eld and provides 
the traditional appearance of standing seam.   The FLM series 
may also be curved. 

MRD194 

FLS180

FLM165

Contact ATAS for available curved applications.
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