Vertical Panel

- Interior Finish
- Insulation
- 1/2" Plywood (min.)
- #10 x 2" Painted Hex Washer Head Fastener with Washer
- Corrugated Panel
- Water and Air Resistive Barrier
- Membrane Strip over J Channel and Angle Trim
- #10 x 1" Wafer Head Screw
- Angle Trim
- Backer Rod and Sealant

BCA118-J Channel

BCA680-Angle Trim

Belvedere Corrugated Endwall Detail
**Note:** This Detail is for Belvedere Corrugated Panel installed on a Wall.
Vertical Panel

- Interior Finish
- Insulation
- 1/2" Plywood (min.)
- Water and Air Resistive Barrier
- Membrane Strip over Head Trim and Fastener
  - #14 x 7/8" Painted Hex Washer Head Fastener with Washer (at Side Lap)
  - #10 x 1" Wafer Head Screw
- Corrugated Panel
- Head Trim
  - Head Angle Trim
  - Backer Rod and Sealant
  - Painted Pop Rivets (24" O.C.)
- Window Unit

1 1/8" 3" 92°

1/2" O.H. 2"

4 1/8" 1/2" W.H.

BCA690 - Head Angle Trim

BCA550 - Head Trim
Vertical Panel

Inside Corner Post
Corrugated Panel

#10 x 1" Wafer Head Screw

Membrane Strip over Inside Corner Post

Water and Air Resistive Barrier

#10 x 2" Painted Hex Washer Head Fastener with Washer
1/2" Plywood (min.)

Insulation

Interior Finish

BCA601-Inside Corner Post
Vertical Panel

Window Unit
Angle Trim With Return
Backer Rod and Sealant
Angle Trim
Butyl Tape
#10 x 1" Wafer Head Screw
J Channel
Membrane Strip over J Channel and Angle Trim
Corrugated Panel
Insulation
Interior Finish
Water and Air Resistive Barrier
1/2" Plywood (min.)

BCA680-Angle Trim

BCA683 - Angle Trim With Return

1/2" W.H.
3 1/2"
3"

1 3/4"
1/4" C.H.
1 1/8"
7/8"
1 5/8"
Interpretation of the diagram:

- **Interior Finish**
- **Insulation**
- **1/2" Plywood (min.)**
- **Water and Air Resistive Barrier**
- **Corrugated Panel**
- **#10 x 2" Painted Hex Washer Head Fastener with Washer**
- **Membrane Strip over Outside Corner Post**
- **#10 x 1" Wafer Head Screw**
- **Outside Corner Post**

**Dimensions:**
- 2 7/8" (1.875"
- 1 1/2" (1.5"
- 1" (2.5"
- 4" (10"

**Markings:**
- **BCA602-Outside Corner Post**
Vertical Panel

- Coping System (Rapid-Lok Coping)
- Wood Nailer
- J Closure
- #10 x 1" Wafer Head Screw
- Corrugated Panel
- #14 x 7/8" Painted Hex Washer Head Fastener with Washer (at Side Lap)
- Water and Air Resistant Barrier
- 1/2" Plywood (min.)
- Insulation
- Interior Finish

BCA270 - J Closure