Rigid Wall™ Series

- Clean modern lines
- Stationary machine
- Controlled environment
- 20 forming stations
- In-line precision leveling
- Pre-notching

For current SRI values and agency listings, or to order color chips, please refer to our online color chart: www.atas.com/colors
RIGID WALL™ PANELS

RIGID WALL DESIGN ADVANTAGES:
The panel can be installed vertically or horizontally with concealed fasteners over open framing or solid substrate. The direct fasteners eliminate the need for clips in the installation procedure, and provide savings on material and labor. Ideal applications are mansards, equipment screens and walls.

APPLICATION:
• Suitable for mansards, equipment screens, and walls
• Installed horizontally or vertically
• Can be installed over solid decking or open framing
• Concealed fastener system

PERFORMANCE STANDARDS:
• Tested in accordance with ASTM E 283, ASTM E 331, UL 790/ASTM E 180

SPECIFICATIONS:
SKU: MFR160
Material: .032, .040, .050 aluminum
24, 22, 20*, 18* ga. metallic coated steel
24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated steel with acrylic coating
Panel Width: 16" with 1 5/8" ribs
Panel Length: Cut to customer specifications with a minimum of 6'-0", maximum to transportation limitations and/or product and project design considerations
Panel Height: 7/8"
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: KYNAR 500® PVDF or HYLAR 5000® PVDF
Colors: Choice of over 30 stock colors
Custom colors available* Anodized: Clear Satin or Dark Bronze
Accessories: A complete line of trims available in matching colors, gauge and finish or as specified

Rigid Wall II is a structural wall panel that retains the essence of the original version while providing design enhancements and eleven design options.

RIGID WALL II DESIGN ADVANTAGES:
Available in widths of 16", 12" and 8", these structural panels can be installed vertically or horizontally with concealed fasteners. This mix-and-match family of panels can be combined in various patterns to create distinctive, eye-catching facades. The locking seam is also compatible with Corra-Lok panels.

APPLICATION:
• Suitable for mansards, equipment screens, and walls
• Installed horizontally or vertically
• Can be installed over solid decking or open framing
• Concealed fastener system

PERFORMANCE STANDARDS:
• Tested in accordance with: ASTM E 84 Flame Spread
• Pre-notching available for panel overlap

SPECIFICATIONS:
SKU: MFN160, MFN161, MFN164, MFN163, MFN165, MFN167, MFN120, MFN121, MFN123, MFN080, MFN081
Material: .032, .040, .050 aluminum | 24, 22, 20*, 18* ga. metallic coated steel | 24, 22*, 20*, 18* ga. 55% Al-Zn alloy coated steel with acrylic coating
Panel Width: 8", 12", 16"
Panel Length: Cut to customer specifications with a minimum of 2'-8", maximum to transportation limitations and/or product and project design considerations
Panel Height: 7/8"
Texture: Embossed, Smooth
Perforations Available: Yes
Finish: KYNAR 500® PVDF or HYLAR 5000® PVDF
Colors: Choice of over 30 stock colors
Custom colors available* Anodized: Clear Satin or Dark Bronze
Accessories: A complete line of trims available in matching colors, gauge and finish or as specified

*Subject to minimum quantities and longer lead time. Inquire for availability.